
  
       

 

 
 

      

Audio DSP/Codec Built-in Sound Processor 
車載用DSP/Codec内蔵サウンドプロセッサ 
Suitable to Multifunctional Car Audio and Car Navigation Systems 
カーオーディオの高音質/多機能化に最適 

BU32105EFV-M 

   
     

    
       
 

  
    

  
     
 

Equivalent Block Diagram 
等価ブロック図 

Typical Characteristics 
代表特性 

S/N比を確保するアナログ
フェダー回路 
Analog Fader circuit for ensuring 
the performance of S/N ratio 

多機能オーディオDSP 
Built-in multifunctional audio 
DSP  

ADCの性能を100% 
引き出すゲインアジャスタ 
Amplitude adjustment In order to 
exert of A/D  converter’s capabilities. 

グランドアイソレーション
アンプ入力とシングルエン
ド入力に切換可能なマルチ
入力セレクタ 
Possible to select single end input or 
GND isolation amprifire input. 

FFT Characteristic 
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ノイズフロアを下げることにより微細
な音楽信号まで再現できます 
Weak music signals can be played 
back by lowering the noise floor 
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Conventional (-40dB) 
BU32105EFV-M (-40dB) 

Features 

Applications 

高性能アナログフェダーボリューム内蔵 
Integrated high performance analog fader volume 

カーオーディオ、カーナビ 
Car audio and car navigation systems 

24bit ΔΣ型DAC 5ch内蔵 
Integrated 5ch 24bit ΔΣ type DAC 

多機能オーディオDSP内蔵 
Integrated multifunctional audio DSP 

2Vrms入出力(AVDD=5.78V) 
2Vrms input/output amplitude (AVDD=5.78V) 

ポストフィルタ内蔵 
Integrated post filter 
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Advanced Switch Control I2C Logic 

I2S/SPDIF Stereo Input × 5ch 
I2S Stereo Output × 4ch 
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S/N 

BU32105EFV-M 
S/N=106dB (車載用DAC※最高レベル) 
(The highest level of performance in the  automotive DAC) 
S/N=120dB level 
*Car-mounted DAC with built-in common post filter 

12dB以上の改善 
12dB or more  
improvement 

実使用域ではS/N比118dB相当のDAC性能 
In actual use area corresponds to the  
DAC performance of the S/N ratio of 118dB. 

SNR vs Fader Attenuation 
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